
Z-8072 Ultra
Barcode Scanner
The QubePos Z-8072 provides top performance and 
reliability with great features. This powerful and compact 
2D Imager excels at reading barcodes on smartphone 
screens and barcodes that are poorly printed. The Z-8072 is 
the perfect solution for a space-constrained environment.



617 nm LED

44.4° horizontal; 29.1° vertical

Code39 (5 mil): 0 – 50 mm
EAN13 (13 mil): 0 – 210 mm
(Note: DOF may vary depending on environment condition and barcode quality.)

6.8 mil (PDF 417), 5 mil (Code 39)

Color LED

Scan Mode, Beeper tone

30% @ UPC/EAN 100%

RS-232, USB

145.0 × 80.2 × 97.0 mm
250g
5 VDC ±10%

280 mA typical

CE, FCC, VCCI, BSMI

IEC 62471 Exempt

-40°C – 70°C (-40°F – 158°F)

617 nm LED

1280H×800V pixels (1.0M)

* Specification may change without prior notice
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Min. Bar Width

5% – 95% RH (non-condensing)

Designed to withstand 1M drops

UPC/EAN [UPCA/UPCE/ EAN-8/ EAN-13, ISBN (Bookland), ISSN, Code 39
(Standard, Full ASCII, Trioptic, Code 32 (Italian Pharmacode), Code 128, Code 93,
Codabar, 2 of 5 (Interleaved 2 of 5, Discrete 2 of 5, IATA, Matrix 2 of 5, Code11),
MSI Plessey, GS1 DataBar (Omnidirectional, Truncated, Stacked, Stacked Omnidirectional,
Limited, Expanded, Expanded Stacked)

PDF417, MicroPDF417, Composite Codes (CC-A, CC-B, CC-C) , Aztec (Standard, Inverse),
Maxicode,Data Matrix/ ECC 200 (Standard, Inverse), QR Code (Standard, Inverse, Micro)
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System Interface

0°C – 50°C (32°F – 122°F)Operating Temperature

Barcode ScannerZ-8072 Ultra

QubePos ®  

Specsheet

Features

• 
• 

• 
 
• 

Code Printing: 1D, 2D
Supported Devices: Mobile Phone, Tablet, or 
Computer Screens
Additional Features: Exceptional Motion Tolerance, 
Full Directional Code Reading
Programmable Operations: Scan Mode, Beeper Tone
Interface Operations: RS-232, USB• 
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Payment
• MSR/SCR, Bill/Coin Acceptor
• Customer-Assigned EMV Terminal Bracket 

Built-in Printer
• 3", Speed up to 250 mm/s, Auto Cutter

Barcode Scanner
• 1D, 2D Barcode

NFC
• MIFARE, FeliCa, ISO/IEC 14443A
• ISO/IEC 14443B, ISO/IEC 15693

Options 

Dimensions
Applications 
• Self-Service Kiosk in Retail and Hotel Segments
• Self-Order and Payment Kiosk in QSR
• Theater/Museum Ticket Kiosk
• Document Scanning/Printing Kiosk 
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